
P-38E Lightning scale 1/72 

First major production version for the USAAF was the P-38E. 
It differed from the D-version in having a 37mm cannon with the 
15round magazine replaced by a 20mm with 150 rounds. It also had 
a revised nose section with double the ammunition capacity of earlier 
versions, improved instrumentation and a revised hydraulic and 
electric, systems, and a SCR-274N radio. Operating in the Aleutians, 
the 54FS was the first unit to see combat in the Lightning, and the first 
kills scored by the P-38 were made by pilots in this unit. 
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Version P-38 f 
Version P-38 H 
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-CAUTION-
DISCONNECT ELECTRICAL WIRING 

HtlOUli REMOVING WING TIP 

AILERON 
IJOOSTIER 

ENGINE on. 
13 U. & GALLONS 

CAUTION 
I>ISC:MNWI:I:I I:I.I:C.THICAL WIRING 

ui;i:om: itiiiwoviwt; wi«t; TIP 

OIL COOLER 
DRAIN 

NO STEP 

BATTERY LOCAT ON 

- IMPORTANT --
l-OU MANEUVERABILITY 
I U O N T L D G E O L iTLLin 
MUST m: TIGHTLY ON 

MICARTA EILLEH .STRIP 

TO REMOVE NOSE WHEEL 
PULL DOWN LEVER 

UNTIL WHBSL CLEARS GROUND 
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